
T E S T I N G  I N S T R U M E N T S  F O R  Q U A L I T Y  C O N T R O L

FX 3300
LabAir Mark 4
Air Permeability Tester



Unit of measure: mm/s, ft/min, cm3/cm2/s, l/m2/s, l/dm2/    
 min, m3/m2/min, m3/m2/h, dm3/s and Pa 
 (Pressure Drop)
Measuring accuracy: better than " 3 % of the displayed value
Test pressure: 20 through 2,500 Pa (0.4 through 10ª w.c.)
Test head / test area: 5, 20, 25, 38 and 100 cm2 (not included)
Data ports: - RS 232 C, asynchronous, bi-directional
 - Ethernet 100BASE-TX, IEEE 802.3u
 - WIFI 820.11g/b, WEP, WPA/WPA2-PSK, 
 (optional, not included)
 - USB 2.0, for USB # ash drive
Display: Resolution 640x480, LED backlight, 262k    
 colors, brightness 280 cd/m$,  resistive    
 touch
Power requirements:  - 230 V, 50 through 60 Hz, max. 1,100 W
 - 100/115 V, 50 through 60 Hz, max. 1,100 W
Air pressure supply: 6 ± 8 bar (not necessarily required, for     
 cleaning function)
Dimensions (w x d x h): 40 x 100 x 98 cm
Table height: 80 cm
Projection of clamping arm:  50 cm (20ª)
Sample thickness: 0 through 10 mm (0 through 0.39ª)
Net/gross weight:  55 / 76 kgs.
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Measuring range: 0.4 ... 750 cm3/cm2/s 5 cm2

 1 ... 10,000 l/m2/s (mm/s) 20 cm2 
 0.6 ... 6,000 l/dm2/min 20 cm2 
 0 ... 1,300 cfm 38 cm2    
 0.05 ... 700 cm3/cm2/s 38 cm2  
 0.03 ... 400 m3/m2/min 38 cm2   
 0.1 ... 1,600 l/dm2/min 100 cm2    
 20  ... 2,500  Pa 1 ... 10,000mm/s

The instrument is supplied with one calibration check plate, as well as an ISO conform calibration 
certi& cate. The test heads are, however, not included and must be ordered separately.


